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Notes
A. Performance and quality attributes and conditions not expressly stated in this specification document are intended to be excluded and do not form a part of this specification document.
B. Electrical specifications and performance data contained in this specification document are based on Mini-Circuit’s applicable established test performance criteria and measurement instructions.
C. The parts covered by this specification document are subject to Mini-Circuits standard limited warranty and terms and conditions (collectively, “Standard Terms”); Purchasers of this part are entitled
to the rights and benefits contained therein. For a full statement of the Standard Terms and the exclusive rights and remedies thereunder, please visit Mini-Circuits’ website at www.minicircuits.com/MCLStore/terms.jsp
Mini-Circuits®
www.minicircuits.com P.O. Box 35166, Brooklyn, NY 11235-0003 (718) 934-4500 sales@minicircuits.com
The Big Deal
• Wideband, DC to 6 GHz
• Excellent return loss, 35 dB typ. up to 6 GHz
• Input power handling up to 1W
Product Overview
Mini-Circuits’ ANNE-50RP+ is wideband 50Ω termination capable of absorbing signals up to 1W from DC to 6 GHz.
It provides excellent return loss across its entire operating frequency range, effectively dissipating signal power with
minimal reflections. This model has a SMA-Male Reverse Polarity connector. The unit features rugged construction
for a long life of use and measuring only 0.58”(l) x 0.37” (dia.).
Feature
Advantages
Wideband, DC to 6 GHz
Extremely wide frequency range provides application flexibility and makes this model ideal for broad-
band and multi-band use.
Good return loss 35 dB typ. up to
6 GHz
Good return loss minimizes signal reflections across multiple-decade frequency range.
Power handling up to 1W
ANNE-50RP+ meets a wide range of system power requirements in a small device size.
Wide operating temperature range,
-55˚C to +100˚C
Withstands tough operating conditions and is suitable for use near high power componentry where heat
rise is common.
Key Features
ANNE-50RP+
50Ω
DC to 6 GHz
CASE STYLE: LL561
Termination SMA-MRP
Coaxial
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Mini-Circuits	
ANNE-50++
	


82Kb / 1P	   Termination SMA

	
ANNE-50E
	


178Kb / 2P	   Termination

	
ANNE-50E++
	


178Kb / 2P	   Termination

	
ANNE-50K
	


171Kb / 2P	   Termination

	
ANNE-50K++
	


171Kb / 2P	   Termination
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	Fabricant	No de pièce	Fiches technique	Description
	

Mini-Circuits	
SF-SMRP50
	


215Kb / 2P	   Adapter SMA-F to SMA-MRP

	
ANNE-50X++
	


62Kb / 1P	   Termination SMA

	
ANNE-50L
	


142Kb / 1P	   Termination SMA

	
ANNE-50++
	


82Kb / 1P	   Termination SMA

	
TERM-50W-183S
	


246Kb / 2P	   Termination SMA-Male

	

Pasternack Enterprises,...	
PE6026
	


83Kb / 1P	   SMA FEEDTHRU TERMINATION

	

Pomona Electronics	
4286
	


22Kb / 1P	   SMA (Male) Termination

	

Rosenberger Hochfrequen...	
32S1ER-001L5
	


283Kb / 2P	   SMA TERMINATION PLUG 1WATT

	

Pomona Electronics	
72975
	


123Kb / 1P	   SMA PLUG, 50 OHM TERMINATION

	

Advanced Technical Mate...	
T5017A
	


89Kb / 1P	   OUTLINE, COAX TERMINATION, 50W, SMA
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