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8 Detailed Description
8.1 Overview
The ISO674x family of devices have an ON-OFF keying (OOK) modulation scheme to transmit the digital data
across a silicon dioxide based isolation barrier. The transmitter sends a high frequency carrier across the barrier
to represent one digital state and sends no signal to represent the other digital state. The receiver demodulates
the signal after advanced signal conditioning and produces the output through a buffer stage. If the ENx pin is
low then the output goes to high impedance. The ISO674x devices also incorporate advanced circuit techniques
to maximize the CMTI performance and minimize the radiated emissions due to the high frequency carrier and
IO buffer switching. The conceptual block diagram of a digital capacitive isolator, Figure 8-1, shows a functional
block diagram of a typical channel.
8.2 Functional Block Diagram
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Figure 8-1. Conceptual Block Diagram of a Digital Capacitive Isolator
Figure 8-2 shows a conceptual detail of how the ON-OFF keying scheme works.
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Figure 8-2. On-Off Keying (OOK) Based Modulation Scheme
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1Mb / 35P	[Old version datasheet]   ISO674x-Q1 General-Purpose Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6741
	


1Mb / 35P	[Old version datasheet]   ISO674x General-Purpose Quad-Channel Digital Isolators with Robust EMC

	
ISO6741
	


1Mb / 35P	[Old version datasheet]   ISO674x-Q1 General-Purpose Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6741
	


3Mb / 44P	[Old version datasheet]   ISO674x General-Purpose Reinforced Quad-Channel Digital Isolators with Robust EMC

	
ISO6741
	


3Mb / 46P	[Old version datasheet]   ISO674x-Q1 General-Purpose Reinforced Quad-Channel Automotive Digital Isolators with Robust EMC







More results






	Description similaire - ISO6741



	
	Fabricant	No de pièce	Fiches technique	Description
	

Texas Instruments	
ISO6741
	


1Mb / 35P	[Old version datasheet]   ISO674x General-Purpose Quad-Channel Digital Isolators with Robust EMC

	
ISO6740
	


3Mb / 44P	[Old version datasheet]   ISO674x General-Purpose Reinforced Quad-Channel Digital Isolators with Robust EMC

	
ISO6731
	


2Mb / 40P	[Old version datasheet]   ISO674x General-Purpose Reinforced Quad-Channel Digital Isolators with Robust EMC

	
ISO6741-Q1
	


1Mb / 35P	[Old version datasheet]   ISO674x-Q1 General-Purpose Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6741-Q1
	


1Mb / 35P	[Old version datasheet]   ISO674x-Q1 General-Purpose Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6740-Q1
	


3Mb / 46P	[Old version datasheet]   ISO674x-Q1 General-Purpose Reinforced Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6740-Q1
	


3Mb / 46P	[Old version datasheet]   ISO674x-Q1 General-Purpose Reinforced Quad-Channel Automotive Digital Isolators with Robust EMC

	
ISO6721
	


1Mb / 38P	[Old version datasheet]   ISO672x General Purpose Dual-Channel Digital Isolators with Robust EMC

	
ISO6721-Q1
	


1Mb / 38P	[Old version datasheet]   ISO672x-Q1 General Purpose Dual-Channel Digital Isolators with Robust EMC

	
ISO6720
	


3Mb / 46P	[Old version datasheet]   ISO672x General Purpose Basic Dual-Channel Digital Isolators with Robust EMC







More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27

 28

 29

 30

 31

 32

 33

 34

 35





Fiches technique Télécharger
 












	Lien URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Politique de confidentialité

	ALLDATASHEET.FR



	
ALLDATASHEET vous a-t-il été utile ?  [ DONATE ] 

	
À propos de Alldatasheet   |  
Publicité   |   

Contactez-nous   |  
Politique de confidentialité   |   

Echange de liens   |  
Fabricants

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










