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ALD2726E/ALD2726
Advanced Linear Devices
3
Supply voltage, V+
13.2V
Differential input voltage range
-0.3V to V+ +0.3V
Power dissipation
600 mW
Operating temperature range
PB,SB package
0
°C to +70°C
DB package
-55
°C to +125°C
Storage temperature range
-65
°C to +150°C
Lead temperature, 10 seconds
+260
°C
ABSOLUTE MAXIMUM RATINGS
OPERATING ELECTRICAL CHARACTERISTICS
TA = 25
oC VS = ±2.5V unless otherwise specified
2726E
2726
Parameter
Symbol
Min
Typ
Max
Min
Typ
Max
Unit
Test Conditions
Supply Voltage
VS
±1.0
±5.0
±1.0
±5.0
V
V+
2.0
10.0
2.0
10.0
V
Single Supply
Initial Input Offset Voltage1
VOS i
35
100
50
150
µVRS ≤ 100KΩ
Offset Voltage Program Range 2
∆VOS
±7
±15
±0.7
±4mV
Programmed Input Offset
VOS
50
100
50
150
µV
At user specified
Voltage Error 3
target offset voltage
Total Input Offset Voltage 4
VOST
50
100
50
150
µV
At user specified
target offset voltage
Input Offset Current 5
IOS
0.01
10
0.01
10
pA
TA = 25°C
240
240
pA
0
°C ≤ TA ≤ +70°C
Input Bias Current 5
IB
0.01
10
0.01
10
pA
TA = 25°C
240
240
pA
0
°C ≤ TA ≤ +70°C
Input Voltage Range 6
VIR
-0.3
5.3
-0.3
5.3
V
V+ = +5V
-2.8
+2.8
-2.8
+2.8
V
VS = ±2.5V
Input Resistance
RIN
1014
1014
Ω
Input Offset Voltage Drift 7
TCVOS
77
µV/°CRS ≤ 100KΩ
Initial Power Supply
PSRR i
90
90
dB
RS ≤ 100KΩ
Rejection Ratio 8
Initial Common Mode
CMRR i
90
90
dB
RS ≤ 100KΩ
Rejection Ratio 8
Large Signal Voltage Gain
AV
15
100
15
100
V/mV
RL =100KΩ
10
10
V/mV
0
°C ≤ TA ≤ +70°C
VO low
0.001
0.01
0.001
0.01
V
RL =1MΩ V =5V
Output Voltage Range
VO high
4.99
4.999
4.99
4.999
V
0
°C ≤ TA ≤ +70°C
VO low
-2.48
-2.40
-2.48
-2.40
V
RL =100KΩ
VO high
2.40
2.48
2.40
2.48
V
0
°C ≤ TA ≤ +70°C
Output Short Circuit Current
ISC
200
200
µA
* NOTES 1 through 9, see section titled "Definitions and Design Notes".
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	Fabricant	No de pièce	Fiches technique	Description
	

Advanced Linear Devices	
ALD2726DB
	


111Kb / 13P	   DUAL EPAD짰 ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	
ALD2726E
	


111Kb / 13P	   DUAL EPAD짰 ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	
ALD2726EDB
	


111Kb / 13P	   DUAL EPAD짰 ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	
ALD2726EPB
	


111Kb / 13P	   DUAL EPAD짰 ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	
ALD2726EPB
	


18Kb / 2P	   EPAD짰 PRODUCT SELECTION GUIDE
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	Fabricant	No de pièce	Fiches technique	Description
	

Advanced Linear Devices	
ALD2721
	


58Kb / 10P	   DUAL EPAD TM MICROPOWER OPERATIONAL AMPLIFIER

	
ALD1726E
	


65Kb / 10P	   EPAD??ULTRA MICROPOWER OPERATIONAL AMPLIFIER

	
ALD2722
	


58Kb / 10P	   DUAL EPAD TM OPERATIONAL AMPLIFIER

	
ALD1721E
	


66Kb / 10P	   EPAD??MICROPOWER OPERATIONAL AMPLIFIER

	
ALD1722E
	


64Kb / 10P	   EPAD??OPERATIONAL AMPLIFIER

	
ALD2736A
	


92Kb / 9P	   PRECISION DUAL ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	
ALD2726
	


111Kb / 13P	   DUAL EPAD짰 ULTRA MICROPOWER CMOS OPERATIONAL AMPLIFIER

	

Maxwell Technologies	
OP220
	


237Kb / 7P	   Dual Micropower Operational Amplifier

	

Analog Devices	
OP220
	


434Kb / 8P	   Dual Micropower Operational Amplifier

	
OP220
	


368Kb / 12P	   Dual Micropower Operational Amplifier

REV. A
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