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ONLY
19. No external pull up is required for a high logic state on the enable input. If the VE pin is not used, tying VE to VCC will result in
improved CMR performance. For single channel products only.
20. Device considered a two-terminal device: pins 1, 2, 3, and 4 shorted together, and pins 5, 6, 7, and 8 shorted together.
21. In accordance with UL1577, each optocoupler is proof tested by applying an insulation test voltage
≥ 4500 V rms for one second
(leakage detection current limit, II-O ≤ 5 µA). This test is performed before the 100% production test for partial discharge
(Method b) shown in the IEC/EN/DIN EN 60747-5-2 Insulation Characteristics Table, if applicable.
22. In accordance with UL 1577, each optocoupler is proof tested by applying an insulation test voltage
≥ 6000 V rms for one second
(leakage detection current limit, II-O ≤ 5 µA). This test is performed before the 100% production test for partial discharge
(Method b) shown in the IEC/EN/DIN EN 60747-5-2 Insulation Characteristics Table, if applicable.
23. Measured between the LED anode and cathode shorted together and pins 5 through 8 shorted together. For dual channel products
only.
24. Measured between pins 1 and 2 shorted together, and pins 3 and 4 shorted together. For dual channel products only.
Figure 2. Typical Output Voltage vs. Forward Input Current.
Figure 3. Typical Input Threshold Current vs. Temperature.
Figure 1. Typical High Level Output
Current vs. Temperature.
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	Numéro de pièce similaire - HCPL2601



	
	Fabricant	No de pièce	Fiches technique	Description
	

Fairchild Semiconductor	
HCPL2601
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2601M
	


457Kb / 13P	   High Speed 10MBit/s Logic Gate Optocouplers

	

ON Semiconductor	
HCPL2601M
	


644Kb / 18P	   8-Pin DIP High-Speed 10 MBit/s Logic Gate Optocouplers

June, 2021 ??Rev. 2
	

Fairchild Semiconductor	
HCPL2601S
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2601SD
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers
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	Description similaire - HCPL2601



	
	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2631-500E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0611-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
6N137
	


241Kb / 22P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0600-000E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	

Broadcom Corporation.	
6N137
	


1Mb / 30P	   High CMR, High Speed TTL Compatible Optocouplers

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2631-000E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0601-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0630-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0631-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-2630-000E
	


206Kb / 22P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0630-000E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers
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