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Switching Specifications (RL= 20 kΩ External)
Over recommended operating conditions unless otherwise specified:
TA = -40°C to +100°C, VCC = +4.5 V to 30 V, IF(on) = 10 mA to 20 mA, VF(off) = -5 V to 0.8 V†
Parameter
Symbol Min. Typ.* Max.
Units
Test Conditions
Fig.
Note
Propagation Delay
tPHL
IF(on) = 10 mA,
10,
9,
Time to Low
VF(off) = 0.8 V,
12,
12,
Output Level
14-17
14
Propagation Delay
tPLH
Time to High
Output Level
Pulse Width
PWD
200
450
ns
CL = 100 pF
18
Distortion
Propagation Delay
tPLH-tPHL -150
200
450
ns
15
Difference Between
Any 2 Parts
Output High Level
|CMH|15
30
kV/
µsI
F = 0 mA,
VCC = 15.0 V,
11
16
Common Mode
VO > 3.0 V
CL = 100 pF,
Transient Immunity
VCM = 1500 VP-P
Output Low Level
|CM
L|15
30
kV/
µsI
F = 10 mA
17
Common Mode
V
O < 1.0 V
Transient Immunity
Switching Specifications (RL = Internal Pull-up)
Over recommended operating conditions unless otherwise specified:
TA = -40°C to +100°C, VCC = +4.5 V to 30 V, IF(on) = 10 mA to 20 mA, VF(off) = -5 V to 0.8 V†
Parameter
Symbol Min. Typ.* Max.
Units
Test Conditions
Fig.
Note
Propagation Delay
tPHL
20
200
400
ns
IF(on) = 10 mA, VF(off) = 0.8 V,
10,
9-12,
Time to Low
VCC = 15.0 V, CL = 100 pF,
13
14
Output Level
VTHLH = 2.0 V, VTHHL = 1.5 V
Propagation Delay
tPLH
220
450
650
ns
Time to High
Output Level
Pulse Width
PWD
250
500
ns
18
Distortion
Propagation Delay
tPLH-tPHL -150
250
500
ns
15
Difference Between
Any 2 Parts
Output High Level
|CMH|30
kV/
µsI
F = 0 mA,
VCC = 15.0 V,
11
16
Common Mode
VO > 3.0 V
CL = 100 pF,
Transient Immunity
VCM = 1500 VP-P,
Output Low Level
|CML|
30
kV/
µsI
F = 16 mA,
17
Common Mode
VO < 1.0 V
Transient Immunity
Power Supply
PSR
1.0
V
P-P
Square Wave, t
RISE, tFALL
14
Rejection
> 5 ns, no bypass capacitors
*All typical values at 25
°C, V
CC = 15 V.
†VF(off) = -3 V to 0.8 V for HCNW4506.
VCC = 15.0 V,
VTHLH = 2.0 V,
VTHHL = 1.5 V
130
CL = 10 pF
30
200
400
ns
CL = 100 pF
100
ns
CL = 10 pF
270
400
550
ns
CL = 100 pF
T
A = 25°C
T
A = 25°C


		















	Numéro de pièce similaire - HCPL4506



	
	Fabricant	No de pièce	Fiches technique	Description
	

Texas Instruments	
HCPL4502
	


155Kb / 1P	[Old version datasheet]   OPTOCOUPLERS/OPTOISOLATORS

	

Fairchild Semiconductor	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers

	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers

	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers

	
HCPL4502M
	


363Kb / 13P	   High Speed Transistor Optocouplers
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	Description similaire - HCPL4506



	
	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-4506-500E
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-0466-500E
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-J456
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-0466-560E
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-4506
	


359Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-J456-000E
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	
HCPL-4506-000E
	


374Kb / 21P	   Intelligent Power Module and Gate Drive Interface Optocouplers

	

Agilent(Hewlett-Packard...	
HCPL-5300
	


261Kb / 16P	   Intelligent Power Module and Gate Drive Interface Hermetically Sealed Optocouplers

	

Broadcom Corporation.	
HCPL-5300
	


1Mb / 16P	   Intelligent Power Module and Gate Drive Interface Hermetically Sealed Optocouplers

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-5300
	


137Kb / 15P	   Intelligent Power Module and Gate Drive Interface Hermetically Sealed Optocouplers
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