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Recommended Operating Conditions
Parameter
Symbol
Min.
Max.
Units
Input Current, Low Level
IIL
0
250
µA
Input Current, High Level
IIH
5*
60
mA
Supply Voltage, Output
VCC
4.5
5.5
V
High Level Enable Voltage
VEH
2.0
VCC
V
Low Level Enable Voltage
VEL
0
0.8
V
Fan Out (@ RL = 1 kΩ)
N
5
TTL Loads
Output Pull-up Resistor
RL
330
4 K
Ω
Operating Temperature
TA
070
°C
*The initial switching threshold is 5 mA or less. It is recommended that an input current
between 6.3 mA and 10 mA be used to obtain best performance and to provide at least
20% LED degradation guardband.
Absolute Maximum Ratings (No Derating Required up to 85
°C)
Parameter
Symbol
Min.
Max.
Units
Storage Temperature
TS
-55
125
°C
Operating Temperature
TA
-40
85
°C
Forward Input Current
II
60
mA
Reverse Input Current
IIR
60
mA
Input Current, Pin 4
-10
10
mA
Supply Voltage (1 Minute Maximum)
VCC
7V
Enable Input Voltage (Not to Exceed VCC by
VE
VCC + 0.5
V
more than 500 mV)
Output Collector Current
IO
50
mA
Output Collector Voltage (Selection for Higher
VO
7V
Output Voltages up to 20 V is Available.)
Output Collector Power Dissipation
PO
40
mW
Lead Solder Temperature
TLS
260
°C for 10 sec., 1.6 mm below
seating plane
Solder Reflow Temperature Profile
See Package Outline Drawings section


		















	Numéro de pièce similaire - HCPL2631



	
	Fabricant	No de pièce	Fiches technique	Description
	

QT Optoelectronics	
HCPL2631
	


171Kb / 10P	   HIGH SPEED-10 MBit/s LOGIC GATE OPTOCOUPLERS

	

Agilent(Hewlett-Packard...	
HCPL2631
	


256Kb / 20P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL2631
	


252Kb / 16P	   HCMOS Compatible, High CMR, 10 MBd Optocouplers

	

Fairchild Semiconductor	
HCPL2631
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2631M
	


457Kb / 13P	   High Speed 10MBit/s Logic Gate Optocouplers
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	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2602-300E
	


469Kb / 16P	   High CMR Line Receiver Optocouplers

	
HCPL-2602
	


469Kb / 16P	   High CMR Line Receiver Optocouplers Isolated line receiver

	
HCPL-4504
	


416Kb / 19P	   High CMR, High Speed Optocouplers

	
HCPL-4504-500E
	


200Kb / 19P	   High CMR, High Speed Optocouplers

	

Agilent(Hewlett-Packard...	
HCPL-J454
	


153Kb / 20P	   High CMR, High Speed Optocouplers

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-4504-000E
	


200Kb / 19P	   High CMR, High Speed Optocouplers

	

Agilent(Hewlett-Packard...	
HCPL-4504
	


231Kb / 16P	   High CMR, High Speed Optocouplers

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2631-500E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0611-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
6N137
	


241Kb / 22P	   High CMR, High Speed TTL Compatible Optocouplers
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