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Absolute Maximum Ratings
(No Derating Required up to 70°C)
Storage Temperature ......................................................... -55°C to +125°C
Operating Temperature ....................................................... -40°C to +85°C
Lead Solder Temperature ..... 260°C for 10 s (1.6 mm below seating plane)
Supply Voltage – VCC ...................................................................... 0 V to 20 V
Average Input Current - II ................................................. -30 mA to 30 mA
Peak Transient Input Current - II ..................................................... 0.5 A[1]
Enable Input Voltage – VE ...................................................... -0.5 V to 20 V
Output Voltage – VO ............................................................... -0.5 V to 20 V
Average Output Current – IO .............................................................. 25 mA
Input Power Dissipation – PI ......................................................... 90 mW[2]
Output Power Dissipation – PO ................................................... 210 mW[3]
Total Power Dissipation – P ......................................................... 255 mW[4]
Infrared and Vapor Phase Reflow Temperature
(Option #300) ................................................ see Fig. 1, Thermal Profile
Recommended Operating Conditions
Parameter
Symbol
Min.
Max.
Units
Power Supply Voltage
VCC
4.5
2 0
Volts
Forward Input Current
ISI
0
2.0
mA
(SPACE)
Forward Input Current
IMI
1 4
2 4
mA
(MARK)
Operating Temperature
TA
0
7 0
°C
Fan Out
N
0
4
TTL Loads
Logic Low Enable
VEL
0
0.8
Volts
Voltage
Logic High Enable
VEH
2.0
2 0
Volts
Voltage


		















	Numéro de pièce similaire - HCPL4200



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL4100
	


230Kb / 12P	   Optically Coupled 20 mA Current Loop Transmitter

	

Texas Instruments	
HCPL4502
	


155Kb / 1P	[Old version datasheet]   OPTOCOUPLERS/OPTOISOLATORS

	

Fairchild Semiconductor	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers

	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers

	
HCPL4502
	


325Kb / 12P	   High Speed Transistor Optocouplers
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	Description similaire - HCPL4200



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL-4200
	


245Kb / 12P	   Optically Coupled 20 mA Current Loop Receiver

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-4200-300
	


473Kb / 13P	   Optically Coupled 20 mA Current Loop Receiver

	
HCPL-4200
	


473Kb / 13P	   Optically Coupled 20 mA Current Loop Receiver

	

Agilent(Hewlett-Packard...	
HCPL4100
	


230Kb / 12P	   Optically Coupled 20 mA Current Loop Transmitter

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-4100
	


477Kb / 12P	   Optically Coupled 20 mA Current Loop Transmitter

	

Agilent(Hewlett-Packard...	
HCPL-4100
	


220Kb / 12P	   Optically Coupled 20 mA Optically Coupled 20 mA

	

TT Electronics.	
OPI150
	


300Kb / 4P	   Optically Coupled Isolator / High Speed Optically Coupled Isolator

	

List of Unclassifed Man...	
SFH617A-2
	


50Kb / 3P	   LOW INPUT CURRENT PHOTOTRANSISTOR OPTICALLY COUPLED ISOLATORS

	

ISOCOM COMPONENTS	
SFH628A-2
	


77Kb / 3P	   LOW INPUT CURRENT PHOTOTRANSISTOR OPTICALLY COUPLED ISOLATORS

	

List of Unclassifed Man...	
SFH628-2X
	


48Kb / 3P	   LOW INPUT CURRENT PHOTOTRANSISTOR OPTICALLY COUPLED ISOLATORS
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