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Electrical Specifications
Unless otherwise noted, all specifications are guaranteed across recommended operating conditions. All
Typical specifications are at TA = +25°C, VDD1 = VDD2 = +5 V. Test conditions that are not specified can be
anywhere within the recommended operating range.
Parameter
Symbol
Min.
Typ.
Max. Units
Test Conditions
DC Specifications
Logic Low Input Supply Current
IDDIL
1.5
3.0
mA
VDD1 = 5.5 V, VI = 0 V
Logic High Input Supply Current
IDDIH
6.0
10.0
mA
VDD1 = 5.5 V, VI = VDDI
Input Supply Current
IDDI
13.0
mA
VDD1 = 5.5 V
Output Supply Current
IDD2
5.5
10.0
mA
VDD2 = 5.5 V
Input Current
II
-10
10
µA
Logic High Output Voltage
VOH
VDD2 - 0.1
VDD2
VIO = -20 µA, VI = VIH
0.8 *VDD2
4.5
IO = -4 mA, VI = VIH
Logic Low Output Voltage
VOL
0
0.1
V
IO = 20 µA, VI = VIL
0.2
0.8
IO = 4 mA, VI = VIL
Switching Specifications
Propagation Delay Time to
tPHL
20
40
ns
CL = 15 pF
Logic Low Output
CMOS Signal Levels
Propagation Delay Time to
tPLH
23
40
Logic High Output
Pulse Width
PW
80
Data Rate
12.5
MBd
Pulse Width Distortion
PWD
3
8
ns
CL = 15 pF
|tPHL - tPLH|
CMOS Signal Levels
Propagation Delay Skew
tPSK
20
Output Rise Time
tR
13
CL = 15 pF
(10 - 90%)
CMOS Signal Levels
Output Fall Time
tF
5
(90 - 10%)
Common Mode Transient
|CMH|
10
20
kV/
µsV
I = VDDI, VO >
Immunity at Logic High Output
0.8 VDDI, VCM = 1000 V
Common Mode Transient
|CML|10
20
VI = 0 V, VO > 0.8 V,
Immunity at Logic Low Output
VCM = 1000 V
Input Dynamic Power
CPD1
60
pF
Dissipation Capacitance
Output Dynamic Power
CPD2
10
Dissipation Capacitance


		















	Numéro de pièce similaire - HCPL0710



	
	Fabricant	No de pièce	Fiches technique	Description
	

Fairchild Semiconductor	
HCPL0700
	


443Kb / 13P	   Low Input Current High Gain Split Darlington Optocouplers

	
HCPL0700R2
	


443Kb / 13P	   Low Input Current High Gain Split Darlington Optocouplers

	
HCPL0700R2V
	


443Kb / 13P	   Low Input Current High Gain Split Darlington Optocouplers

	
HCPL0700V
	


443Kb / 13P	   Low Input Current High Gain Split Darlington Optocouplers

	
HCPL0701
	


443Kb / 13P	   Low Input Current High Gain Split Darlington Optocouplers
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	Description similaire - HCPL0710



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL-0710
	


286Kb / 16P	   40 ns Prop. Delay, SO-8 Optocoupler

	

Broadcom Corporation.	
HCPL-0720
	


903Kb / 21P	   40-ns Propagation Delay, CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-0720-500E
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

Agilent(Hewlett-Packard...	
HCPL-7710
	


454Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7721-520
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	
HCPL-7721-000E
	


306Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	
HCPL-7720
	


292Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	
HCPL-7710-000E
	


305Kb / 18P	   40 ns Propagation Delay, CMOS Optocoupler

	

Agilent(Hewlett-Packard...	
HCPL-7720
	


305Kb / 18P	   40 ns Propagation Delay CMOS Optocoupler

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-7710
	


332Kb / 17P	   40 ns Propagation Delay, CMOS Optocoupler 8 ns maximum pulse width distortion
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