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Regulatory Information
The HCPL-788J is pending approval by the following organizations:
Figure 2. Dependence of Safety-
Limiting Values on Temperature.
VDE 0884 Insulation Characteristics*
Description
Symbol
Characteristic
Unit
Installation classification per DIN VDE 0110/1.89, Table 1
for rated mains voltage
≤ 300 V
rms
I-IV
for rated mains voltage
≤ 300 V
rms
I-III
for rated mains voltage
≤ 600 V
rms
I-II
Climatic Classification
55/85/21
Pollution Degree (DIN VDE 0110/1.89)
2
Maximum Working Insulation Voltage
VIORM
891
VPEAK
Input to Output Test Voltage, Method b**
VIORM x 1.875 = VPR, 100% Production Test with
VPR
1670
VPEAK
tm = 1 sec, Partial discharge < 5 pC
Input to Output Test Voltage, Method a**
VIORM x 1.5 = VPR, Type and Sample Test, tm = 60 sec,
VPR
1336
VPEAK
Partial discharge < 5 pC
Highest Allowable Overvoltage
VIOTM
6000
VPEAK
(Transient Overvoltage tini = 10 sec)
Safety-limiting values — maximum values allowed in the
event of a failure, also see Figure 2.
Case Temperature
TS
175
°C
Input Power
PS1, INPUT
400
mW
Output Power
PS1, OUTPUT
600
mW
Insulation Resistance at TSI, VIO = 500 V
RS
>109
Ω
* Isolation characteristics are guaranteed only within the safety maximum ratings which must be ensured by protective circuits within
the application. Surface Mount Classification is class A in accordance with CECC00802.
** Refer to the optocoupler section of the isolation and Control Components Designer’s Catalog, under Product Safety Regulations
section, (VDE-0884) for a detailed description of Method a and Method b partial discharge test profiles.
VDE
Approved under VDE0884/06.92
with VIORM = 891 Vpeak.
UL
Recognized under UL 1577, com-
ponent recognition program, File
E55361.
CSA
Approved under CSA Component
Acceptance Notice #5, File CA
88324.
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	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL7800
	


375Kb / 17P	   High CMR Isolation Amplifiers

	
HCPL7820
	


228Kb / 15P	   High CMR Analog Isolation Amplifiers

	
HCPL7840
	


217Kb / 12P	   Analog Isolation Amplifier
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	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-788J-000E
	


552Kb / 20P	   Isolation Amplifier with Short Circuit and Overload Detection

	
ACPL-785J
	


609Kb / 20P	   Isolation Amplifier with Short Circuit and Overload Detection

	
HCPL-788J-500E
	


552Kb / 20P	   Isolation Amplifier with Short Circuit and Overload Detection

	
HCPL-788J
	


231Kb / 20P	   Isolation Amplifier with Short Circuit and Overload Detection SO-16 Package

	

Artesyn Technologies	
DCH5
	


1Mb / 4P	   Overload and short circuit protection

	

Laird Tech Smart Techno...	
POE-55IG-ATI
	


443Kb / 2P	   Overload and short-circuit protection

	
POE-XXS-AFI
	


313Kb / 2P	   Overload and short circuit protection

	
POE-XXI
	


738Kb / 2P	   Overload and short circuit protection

	
POE-55I4SG-AFI
	


789Kb / 2P	   Overload and short circuit protection

	

PHOENIX CONTACT	
2980539
	


98Kb / 7P	   Short-circuit, surge, and overload-proof output
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