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	Numéro de pièce similaire - HCPL260L



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL2601
	


256Kb / 20P	   High CMR, High Speed TTL Compatible Optocouplers

	

Fairchild Semiconductor	
HCPL2601
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2601M
	


457Kb / 13P	   High Speed 10MBit/s Logic Gate Optocouplers

	

ON Semiconductor	
HCPL2601M
	


644Kb / 18P	   8-Pin DIP High-Speed 10 MBit/s Logic Gate Optocouplers

June, 2021 ??Rev. 2
	

Fairchild Semiconductor	
HCPL2601S
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers
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	Description similaire - HCPL260L



	
	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-060L-000E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-060L-500E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-000E
	


216Kb / 20P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-000E
	


85Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-300
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-500E
	


292Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt/5 Volt Optocouplers

	
HCPL-260L
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers Low power consumption

	

Broadcom Corporation.	
ACPL-W60L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

	
ACPL-W63L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

May 11, 2017
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-050L
	


281Kb / 12P	   LVTTL/LVCMOS Compatible 3.3 V Optocouplers (1 Mb/s)
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