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Absolute Maximum Ratings (No Derating Required up to 85˚C)
Parameter
Symbol
Package**
Min.
Max.
Units
Note
Storage Temperature
TS
–55
125
˚C
Operating Temperature†
TA
–40
85
˚C
Average Forward Input Current
IF
Single 8-Pin DIP
20
mA
2
Single SO-8
Dual 8-Pin DIP
15
1, 3
Dual SO-8
Reverse Input Voltage
VR
8-Pin DIP, SO-8
5
V
1
3
Input Power Dissipation
PI
40
mW
Supply Voltage (1 Minute Maximum)
VCC
7V
Enable Input Voltage (Not to Exceed
VE
Single 8-Pin DIP
VCC + 0.5
V
VCC by more than 500 mV)
Single SO-8
Enable Input Current
IE
5mA
Output Collector Current
IO
50
mA
1
Output Collector Voltage
VO
7V
1
Output Collector Power Dissipation
PO
Single 8-Pin DIP
85
mW
Single SO-8
Dual 8-Pin DIP
60
1, 4
Dual SO-8
Lead Solder Temperature
TLS
8-Pin DIP
260˚C for 10 sec., 1.6 mm below
(Through Hole Parts Only)
seating plane
260˚C for 10 sec., up to seating
plane
Solder Reflow Temperature Profile
SO-8
See Package Outline Drawings
(Surface Mount Parts Only)
section
**Ratings apply to all devices except otherwise noted in the Package column.
Recommended Operating Conditions
Parameter
Symbol
Min.
Max.
Units
Input Current, Low Level
IFL*
0
250
µA
Input Current, High Level[1]
IFH**
5
15
mA
Power Supply Voltage
VCC
2.7
3.3
V
Low Level Enable Voltage
VEL
0
0.8
V
High Level Enable Voltage
VEH
2.0
VCC
V
Operating Temperature
TA
–40
85
˚C
Fan Out (at RL = 1 k
Ω
Ω
)[1]
N
5
TTL Loads
Output Pull-up Resistor
RL
330
4 k
*The off condition can also be guaranteed by ensuring that VFL
≤ 0.8 volts.
**The initial switching threshold is 5 mA or less. It is recommended that 6.3 mA to 10 mA be used
for best performance and to permit at least a 20% LED degradation guardband.
6章104-117(PDF用)
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	Numéro de pièce similaire - HCPL260L



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL2601
	


256Kb / 20P	   High CMR, High Speed TTL Compatible Optocouplers

	

Fairchild Semiconductor	
HCPL2601
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2601M
	


457Kb / 13P	   High Speed 10MBit/s Logic Gate Optocouplers

	

ON Semiconductor	
HCPL2601M
	


644Kb / 18P	   8-Pin DIP High-Speed 10 MBit/s Logic Gate Optocouplers

June, 2021 ??Rev. 2
	

Fairchild Semiconductor	
HCPL2601S
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers
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	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-060L-000E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-060L-500E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-000E
	


216Kb / 20P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-000E
	


85Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-300
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-500E
	


292Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt/5 Volt Optocouplers

	
HCPL-260L
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers Low power consumption

	

Broadcom Corporation.	
ACPL-W60L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

	
ACPL-W63L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

May 11, 2017
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-050L
	


281Kb / 12P	   LVTTL/LVCMOS Compatible 3.3 V Optocouplers (1 Mb/s)
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