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Switching Specifications
Over Recommended Temperature (TA = –40˚C to +85˚C), VCC = 3.3 V, IF = 7.5 mA unless otherwise specified. All Typicals
at TA = 25˚C, VCC = 3.3 V.
Parameter
Sym.
Package** Min. Typ.
Max. Units
Test Conditions
Fig.
Note
Propagation Delay
tPLH
90
ns
TA = 25˚CRL = 350
Ω
6, 7, 8 1, 6, 15
Time to High Output
CL = 15 pF
Level
Propagation Delay
tPHL
75
ns
1, 7, 15
Time to Low Output
Level
Pulse Width
|tPHL – tPLH| 8-Pin DIP
25
ns
8
9, 15
Distortion
SO-8
Propagation Delay
tPSK
40
ns
8, 9, 15
Skew
Output Rise Time
tr
45
ns
1, 15
(10-90%)
Output Fall Time
tf
20
ns
1, 15
(90-10%)
Propagation Delay
tELH
45
ns
RL = 350
Ω,9
10
Time of Enable from
CL = 15 pF,
VEH tp VEL
VEL = 0 V, VEH = 3 V
Propagation Delay
tEHL
30
ns
11
Time of Enable from
VEL to VEH
*JEDEC registered data for the 6N137.
**Ratings apply to all devices except otherwise noted in the Package column.
Parameter
Sym.
Device
Min.
Typ.
Units Test Conditions
Fig.
Note
Logic High
|CMH|
HCPL-263L 15,000 25,000 V/
µs|VCM| = 10 V
VCC = 3.3 V, IF = 0 mA,
11
12, 14, 15
Common
HCPL-063L
VO(MIN) = 2 V,
Mode
RL = 350
Ω, TA = 25˚C
Transient
HCPL-260L 15,000 25,000
|VCM| = 50 V
Immunity
HCPL-060L
Logic Low
|CML|
HCPL-263L 15,000 25,000 V/
µs|VCM| = 10 V
VCC = 3.3 V, IF = 7.5 mA,
11
13, 14, 15
Common
HCPL-063L
VO(MAX) = 0.8 V,
Mode
RL = 350
Ω, TA = 25˚C
Transient
HCPL-260L 15,00 25,000
| = 50 V
Immunity
HCPL-060L
|VCM
6章104-117(PDF用)
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	Numéro de pièce similaire - HCPL260L



	
	Fabricant	No de pièce	Fiches technique	Description
	

Agilent(Hewlett-Packard...	
HCPL2601
	


256Kb / 20P	   High CMR, High Speed TTL Compatible Optocouplers

	

Fairchild Semiconductor	
HCPL2601
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers

	
HCPL2601M
	


457Kb / 13P	   High Speed 10MBit/s Logic Gate Optocouplers

	

ON Semiconductor	
HCPL2601M
	


644Kb / 18P	   8-Pin DIP High-Speed 10 MBit/s Logic Gate Optocouplers

June, 2021 ??Rev. 2
	

Fairchild Semiconductor	
HCPL2601S
	


322Kb / 12P	   High Speed 10MBit/s Logic Gate Optocouplers
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	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-060L-000E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-060L-500E
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-000E
	


216Kb / 20P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-000E
	


85Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
HCPL-260L-300
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers

	
ACPL-W60L-500E
	


292Kb / 12P	   High Speed LVTTL Compatible 3.3 Volt/5 Volt Optocouplers

	
HCPL-260L
	


333Kb / 19P	   High Speed LVTTL Compatible 3.3 Volt Optocouplers Low power consumption

	

Broadcom Corporation.	
ACPL-W60L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

	
ACPL-W63L
	


646Kb / 16P	   High-Speed LVTTL Compatible 3.3V/5V Optocouplers

May 11, 2017
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-050L
	


281Kb / 12P	   LVTTL/LVCMOS Compatible 3.3 V Optocouplers (1 Mb/s)
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