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Dual Channel, High CMR,
High Speed, TTL Compatible
Optocouplers
8 Pin DIP and SOIC-8
Technical Data
HCPL-2630 HCPL-0630
HCPL-2631 HCPL-0631
HCPL-4661 HCPL-0661
Features
• Available in 8 Pin DIP and
SOIC-8
• Internal Shield for High
Common Mode Rejection
(CMR)
HCPL-2631/0631: 10,000 V/
µs
@ V
CM = 50 V
HCPL-4661/0661: 15,000 V/
µs
@ V
CM = 1000 V
• High Density Packaging
• Low Input Current
Capability: 5 mA
• High Speed: 10 MBd
• LSTTL and TTL
Compatible
• Guaranteed AC and DC
Performance Over
Temperature: -40
°C to 85°C
• Recognized Under the
Component Program of
UL1577 (File No. E55361)
for Dielectric Withstand
Proof Test Voltages of 2500
Vrms, 1 Minute
• 5000 Vrms, 1 Minute
(Option 020) (HCPL-2630/
2631/4661)
• CSA Approved Under
Component Acceptance
Notice No. 5 (File No. CA
88324) (HCPL-2630/2631/
4661)
• Hermetic Equivalent
Device Available (HCPL-
5630/31)
• Surface Mount Gull Wing
Option Available for 8 Pin
DIP (Option 300)
Outline Drawing - 8 Pin DIP
CAUTION: The small junction sizes inherent to the design of this bipolar component increase the component's
susceptibility to damage from electrostatic discharge (ESD). It is advised that normal static precautions be taken
in handling and assembly of this component to prevent damage and/or degradation which may be induced by
ESD.
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	Numéro de pièce similaire - HCPL0630



	
	Fabricant	No de pièce	Fiches technique	Description
	

Fairchild Semiconductor	
HCPL0630
	


288Kb / 17P	   High Speed-10 MBit/s Logic Gate Optocouplers
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	Fabricant	No de pièce	Fiches technique	Description
	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2631-500E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0611-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
6N137
	


241Kb / 22P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0600-000E
	


356Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	

Broadcom Corporation.	
6N137
	


1Mb / 30P	   High CMR, High Speed TTL Compatible Optocouplers

	

AVAGO TECHNOLOGIES LIMI...	
HCPL-2631-000E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0601-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0630-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-0631-500E
	


431Kb / 21P	   High CMR, High Speed TTL Compatible Optocouplers

	
HCPL-2630-000E
	


206Kb / 22P	   High CMR, High Speed TTL Compatible Optocouplers
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